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A WING CONCEPT FOR SUPERSONIC MANEUVERING 

William H. Mason 

Grumman Aerospace Corporation 

SUMMARY 

This report describes a theoretical and experimental program in which a 

wing concept for supersonic maneuvering was developed and then demonstrated 

experimentally in a series of wind tunnel tests. For the typical advanced 

fighter wing, the problem of obtaining efficient attached flow lift at maneu- 

vering CL 's occurs due to development of a strong crossflow shock and boundary 

layer separation. A natural means of achieving efficient supersonic maneuver- 

ing is based on controlling the nonlinear inviscid crossflow on the wing in a 

manner analogous to the attached flow supercritical aerodynamic design methods 

developed for transonic speeds. The application of supercritical aerodynamics 

to supersonic speeds is carried out using supercritical conical camber (SC3). 

The substantial experimental data base is described in three separate wind 

tunnel reports; two of the computer programs used in the work are also de- 

scribed in a separate report. This report provides an overview of the effort, 

together with a discussion of the relationship of nonlinear aerodynamic design 

to current practice. Based on the development program, it appears that a 

controlled supercritical crossflow can be reliably obtained on fighter-type 

wing planforms, with an associated drag-due-to-lift reduction of about 20% 

projected using this concept. 

INTRODUCTION 

The possibility of developing a new fighter aircraft with vastly improved 

supersonic persistence has been studied extensively in recent years. Two major 

conferences (ref. 1 and 2) have been devoted in large part to this topic, and 

improved aerodynamic performance is one of several essential elements necessary 



. . . for obtaining this goal. Insight into the technology requirements and their 

integration can be obtained from a recent U.S. Air Force study (ref. 3). 

Experience has demonstrated that tactical aircraft will be required to 

maneuver efficiently at speeds around the cruise condition, and this is evi- 

denced in emerging supersonic maneuver point performance requirements for 

advanced fighters. Thus, it can be anticipated that a fighter cruising at 

supersonic speeds will also be required to maneuver at supersonic speeds; this 

is the problem addressed in the present report. 

Supersonic wing design methodology presently in use in this country was 

developed for designing supersonic transports and is based on linear aero- 

dynamic theory (ref. 4). Fighter aircraft have wings with less sweep and round 

leading edges when compared with an SST. The cruise lift coefficient will also 

be higher than that for transport designs, with sustained maneuvering CL's 

about twice the cruise values. These conditions constitute an aerodynamic 

design problem that is more severe than linear theory can treat. Figure 1 

shows the severity of the maneuver wing design problem. The maneuver lift 

coefficient is typically twice the maximum value for which linear theory 

methods are considered applicable. Beyond the upper bound, figure 2 shows how 

these linear theory wings fail to achieve the predicted drag-due-to-lift. The 
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Figure 1. - Maneuvering flight lift 
requirements. 
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Figure 2. - Representative L/D loss 
with increasing design 
lift using linear theory. 

potential drag improvement that could be realized by obtaining the predicted 

linear theory minimum drag performance at maneuver CL's is illustrated in 

figure 3. The higher drag level corresponds to the l/CL value, while the 
a 

lower level represents the linear theory minimum drag value. 

Perhaps the first analysis of the difficulties that arise using linear 

theory wing design methodology under these circumstances was given by Brown, et 

al (ref. 5). That paper identified the key contributor to linear theory break- 

down as being related to crossflow velocities above the sonic value - super- 

critical crossflow. A detailed discussion of the relationship between linear 

theory breakdown and supercritical crossflow was given in the introduction of a 

recent paper by Mason and Miller (ref. 6). Figure 4 shows the nature of the 

problem. Figure 4A illustrates a conical wing for which the pressure distri- 

bution in the spanwise direction is presented. The crossflow starts at the 

stagnation point, expands around the leading edge to supercritical velocities, 

and is terminated by a crossflow shockwave. Because the crossflow plays the 

dominant role in establishing the upper surface flowfield, the pressure distri- 
butions will be studied as spanwise distributions in this report. The inviscid 
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Figure 3. - Potential drag reduction available at supersonic 
maneuver conditions. 

surface pressure predictions for an uncambered delta wing are shown in figure 

4B, which illustrates the differences between linear and nonlinear theoretical 

spanwise pressure distributions due to the presence of supercritical crossflow. 

Two adverse features of the pressure distribution - the recompression after the 

leading edge spike and the crossflow shock - can cause boundary layer separa- 

tion. The two main areas where linear theory is inadequate can easily be 

identified. First, note that the linear theory contains a singularity at the 

leading edge, preventing the possibility of describing the nature and extent of 

the leading edge expansion. Secondly, linear theory cannot predict crossflow 

development once the crossflow becomes supercritical. Inboard of the crossflow 

shock wave, linear theory is again accurate. Minor differences between linear 

and nonlinear flow predictions occur uniformly on the lower surface. Note that 

nonlinear effects do not necessarily degrade wing performance and, in fact, a 

number of examples have been given recently (ref. 7) wherein the nonlinear 

effects were shown to lead to improved performance. 
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The growing awareness of the importance of accounting for nonlinear 

effects in supersonic wing design led to two new approaches to the design 

problem. The first approach, which is directed toward cruise wing design, is 

based on modifications and extensions of the linear theory methodology and is 

being actively developed by Carlson and co-workers (ref. 8 and 9). The second 

approach is directed toward tactical aircraft applications, in particular 

supersonic maneuvering, and is described herein. In this method, the wing 

design is developed using the solution of the complete nonlinear potential flow 

equations and the exact boundary conditions. Use of the complete flow equa- 

tions and boundary conditions allows for an explicit evaluation of the leading 

edge flowfield and the nonlinear supercritical crossflow. Initially, the 

required computational methodology was developed using the natural geometry for 

highly swept wings - conical camber. 

The use of conical flow models for developing wing shapes received exten- 

sive attention in the 1950's. In the U.S., the conical camber wing concept was 

developed by Hall and co-workers at the NACA Ames Aeronautical Laboratory (ref. 

10 and 11). The wing shape was developed using a combination of constant 

pressure loading shapes developed by R.T. Jones for linear supersonic conical 

flows (ref. 12). In particular, the loadings were combined in such a manner 
that the centerline camber slope singularity was eliminated and the spanload 

was nearly elliptical. After some modifications which simplified the geometry, 

an NACA conical camber shape was established and a modified form of the NACA 

conical camber shape was used on the F-102A and F-106 (ref. 13) fighter air- 

craft. The resulting wing camber used in these designs appears to be extreme, 

and is readily apparent when viewing these aircraft. It is interesting to note 

that, although the camber shape was developed based on supersonic flow theory, 

the main benefits of conical camber for drag reduction occurred at subsonic 

speeds. More recently, NACA conical camber was used in the F-15 wing design 

(ref. 14). 

Conical camber was also explored in several experimental programs in the 

United Kingdom during the mid 1950's (described by Squire, ref. 15). In those 

efforts a family of geometric shapes was specified, and the minimum drag com- 

bination of shapes was found. The work was based on slender wing theory, and 

thus was even less accurate than the linear theory results used for the NACA 

conical camber shape. In addition, it was difficult to control the adverse 

6 



pressure gradient at the leading edge with those theories and, once again, no 

significant reductions in drag-due-to-lift were found in experiments. Outside 

of the Government laboratories, S.H. Tsien used linear theory to find the 

minimum drag conical wing (ref. 16). His work, compared to modem compu- 

tational aerodynamics results which do not include the conical flow restric- 

tion, showed that there is little, if any, performance penalty associated with 

the conical flow assumption. 

THE SC3 CONCEPT 

Based on the markedly improved understanding of wing design that resulted 

from the transonic supercritical aerodynamic development work in the late 

1960's and 1970's, a new concept for supersonic wing design emerged. The SC' 

wing concept provides a means of achieving attached flow high lift efficiently 

at supersonic speeds. The idea was originated in 1976 at Grumman by R. Meyer 

and is illustrated schematically in figure 5. The sketch on the left indicates 

the key feature - a conical panel supporting a controlled supercritical (super- - 

-s I I PANEL CONICAL 
MN DRAG. SUPERCRITICAL PANEL 
SELFTRIMMING 
PROPERTIES) 

(CONTROLLED SUPERCRITICAL 
EXPANSION/COMPRESSION) 

OF LINEAR 
THEuHY 

P 

PLATEAU 

\ 

R83-1119-005PP 

Figure 5. - The supercritical conical camber wing concept-SC3. 
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critical conical camber; - - - SC3) crossflow expansion and recompression. By 

controlling the expansion and subsequent recompression, the lift available on 

the upper surface is obtained without producing an adverse pressure gradient or 

crossflow shock wave sufficiently strong to separate the boundary layer. The 
concept in effect extends the attached flow transonic supercritical aerody- 

namics to supersonic speeds by recognizing that the Mach number normal to the 

leading edge on the typical supersonic cruise fighter wing would be transonic 

at supersonic speeds. A key ingredient of the idea is to exploit the nonlinear 

portions of the flowfield to obtain a well-behaved and attached upper surface 

flow at high lift coefficients. The concept is implemented by carefully 

tailoring the upper surface geometry to achieve the desired controlled super- 

critical expansion and recompression. 

APPLICATION OF SC3 TO SUPERSONIC MANEUVERING 

The use of subcritical crossflow as a criterion for determining the limits 

for linear theory leads to rather stringent limitations on wing sweep and CL. 

A simple analysis given by Brown et al (ref. 5), and found by more exact 

numerical calculations to be accurate, is given in figure 6. For a 60" swept 

wing, the figure provides an estimate of the CL limit for linear theory appli- 

cations. For the subsonic leading edge cases, the SC3 concept would be re- 

quired for any design conditions above the critical CL. Typical maneuver 

design points exceed this limit by a factor of two. 

The explicit treatment of the nonlinear inviscid flow required in execut- 

ing the SC' concept depends on the availability of reliable calculation methods 

that can treat the mixed flow nature of the problem. Remarkable progress has 

been made in developing this methodology. The initial breakthrough was made by 

Grossman (ref. 17) using the conical flow approximation and the ideas developed 

in computational aerodynamics for 2D transonic computations (ref. 18). The 

resulting code was called COREL (conical relaxation). The version of the COREL - 
code that evolved during the present study is described in detail in a compan- 

ion report (ref. 19). A discussion of the related computational methodology 

issues that arise in implementing the SC3 concept is provided in Appendix A. 

In addition to COREL, two other computer codes were used during this work. A 
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Figure 6. - Typical CL limits for maintaining subcritical crossflow. 

linear theory panel method code (also described in ref. 19) that combines 

attractive features of a number of other linear theory methods was developed 

for this work and is known as W12SC3; W12 indicates a combination of the so- 

called Woodward I (ref. 20) and Woodward II (ref. 21) methods, with modi- 

fications for the SC3 concept leading to the W12SC3 designation. Finally, the 

COREL methodology was extended to treat non-conical geometries by M. Siclari of 

the Grumman R&D Center and that code was designated NCOREL (Eon-conical relax- - 
ation). These three codes were used to perform all of the detailed calcula- 

tions. 
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The expectations in drag-due-to-lift performance and range of application 

can be further illustrated in figure 7. This figure shows, for a delta wing, 

how the flat wing theory with and without leading edge suction compares to the 

linear theory minimum drag and Jones lower bound predictions. The Jones lower 

bound prediction is useful in identifying the induced drag due to the wake and 

the wave drag-due-to-lift components. Note that the flat plate 100% leading 

edge suction and minimum drag predictions are nearly the same. The figure 

shows that the minimum drag should be obtained for values of 8 cot A of about 

0.75, although the minimum is very flat and insensitive to 8 cot A over a 0.6 

to 0.9 range. Based on a survey of supersonic wing design performance and the 

extensive experimental evaluation of linear theory derived wings by Mack (ref. 

22), it appears that linear theory has provided good results up to B cot A = 

0.75, while advanced fighter aircraft will typically cruise with supersonic 

leading edges (ref. 23) and maneuver supersonically over a range including the 

upper range of 8 cot A (0.8 to 0.9). This is the range for which the Mach 
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*CD 
- 0.3 
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0.2 

0.1 
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I 
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i 
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(H-/ 
-c-- + 
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I I 

0.2 0.4 0.6 0.6 1 .o 
PCOTA 

R83-1119-007PP 

Figure 7. - Comparison of drag-due-to-lift 
performance levels from various 
theories for a delta wing. 

10 



numbers normal to the leading edge are transonic and SC3 is required to design 

the wing. Thus, in addition to the CL criterion, the SC3 concept can be 

categorized as providing improved wings for design conditions above the linear 

theory B cot A "limit" of 0.75 for most Ch's. 

A key assumption inherent in this discussion is that the linear theory 

drag minimum should be achievable even if the local flowfield contains non- 

linearities. A theoretical basis for this assumption is not available. 

However previous work by the author (ref. 7) has shown that, for a number of 

supersonic flow model problems, the inclusion of nonlinear flowfield effects 

leads to performance values that actually exceed the linear theory level. 

Some insight into the magnitude of the potential drag reduction can be 

obtained by looking at the results of the arrow wing model problem. Figure 8 

shows the difference between 0% and 100% leading edge suction, where the 100% 

50 
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Figure 8. - An example of the drag reduction potential of the SC3 concept. 
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suction flat wing result was shown in figure 7 to provide a useful estimate of 

the linear theory minimum drag using wing camber and assuming that no suction 

will be available. Clearly, the potential benefits increase rapidly with 

decreasing Mach number and increasing notch ratio. The lower Mach number limit 

for the applicability of SC3 has not been established, but if B cot A = 0.70 

("n = 0.80) is arbitrarily selected as a lower bound on the transonic normal 

Mach number, M = 1.47 is a possible value for the lower limit of SC3 in the 

57-degree wing sweep case. 

SPANWISE SECTION EFFECTS ON SUPERCRITICAL CROSSFLOW DEVELOPMENT 

The implementation of an SC3 -type pressure distribution requires the 

generation of a wing shape that supports the SC3-type pressures. This is 

achieved by considering the spanwise section in a manner analogous to the 

design of traditional airfoil shapes, and this was done using the conical flow 

approximation, which with a minor additional correction (ref. 19) has been 

found to b,e surprisingly accurate for general wing geometry. Since no inverse 

method exists (Appendix A), the development process consists of analyzing 

families of geometric shapes and selecting those that appear useful for further 

development, based primarily on the pressure distribution results. This 

section describes a few of the most useful cases considered during the study. 

Consider first an uncambered wing with the spanwise section consisting of 

a super-elliptic thickness distribution. A previous paper (ref. 6) has shown 

that the basic super-elliptic thickness distribution leads to a well-behaved 

expansion at the leading edge. Figure 9 shows the pressure distribution 

development with increasing angle-of-attack. The strong cross-flow shock is 

clearly undesirable. The corresponding COREL drag predictions are shown as a 

percentage of the linear theory leading edge suction values in figure 10. For 

an uncambered delta wing of the type analyzed, linear theory predicts that the 

leading edge suction is independent of the lift coefficient. However, the 

COREL predictions vary rapidly when presented in this form. The prediction is 

in excess of 100% for the very low lift cases. With increasing lift, the 

crossflow quickly becomes supercritical and effective leading edge suction 

decreases rapidly with increasing lift until the predictions fall below the 0% 

12 
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Figure 9. - Typical inviscid pressure distribution development with 
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leading edge suction level. Traditional analysis has interpreted similar 

experimental trends as being due to boundary layer effects caused by the 

leading edge expansion and rapid recompression. However, this figure shows 
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that the effective leading edge suction performance of a wing computed using a 

nonlinear analysis does change and, in fact, decreases rapidly with increasing 

lift coefficient. 

Camber effects can be illustrated using a simple spanwise circular arc 

camber distribution. A number of different simple geometric shapes were 

studied; the circular arc camber distribution, together with the super-elliptic 

thickness envelope, appeared to come closest to producing a pressure distribu- 

tion similar to the desired SC3 type shown in Figure 5. Figure 11 shows the 

pressure distribution and crossflow Mach numbers for several camber deflection 

angles, 6 f' The CL was held constant and the angle-of-attack increased to 

account for the changes in lift with camber. A relatively flat rooftop occurs 

for a deflection of 15". The related drag performance is shown in figure 12. 

In figure 12A, the minimum drag occurs for deflections of about 20°. Figure 

12B shows the variation with lift for four of the camber shapes. At the higher 

CL = .4. ALL CAMBERS 
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d 

Figure 11. - Concial camber design using COREL - effect of 
circular arc camber on pressure and Mach number 
distributions. 
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Figure 12. - Conical camber design using COREL: effect of circular 
arc camber on drag-due-to-lift. 

lift coefficients (CL E 0.4) the drag is predicted to be reduced to a value 

about halfway between the l/CL value and the linear theory minima. 
a 

The dihedral angle, r, provides an additional degree of freedom in that 

linear theory predicts no dihedral effect on the pressure distribution. Di- 

hedral was studied using COREL, and the results showed that the plateau pres- 

sure shape can be adjusted using dihedral without making significant changes to 

the subcritical pressures. An example of this is given in figure 13. 

The results for the various spanwise section shapes presented above 

provide considerable insight into the development of the baseline shapes for 
n 

the SC' concept. One further study was made. The linear-theory minimum-drag 

shape developed by Tsien (ref. 16) was analyzed. Figure 14 shows the various 

shapes. These are the minimum drag camber shapes given in figure 7 of ref. 16 

for the m = 0.8 case, where Tsien's m is @cotA. The shapes include the 

design angle-of-attack and hence are defined at negative values of C,(z/x), 
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Figure 14. - Linear theory minimum drag spanwise camber shapes 
found by S.H. Tsien (ref. 16). 

which correspond to a positive angle-of-attack. The different shapes included 

in the figure correspond to different assumptions regarding the leading-edge 

suction force. The "suction included" curves (CAMl, CAM2) assume that 100% of 

the theoretical leading edge suction can be obtained, and the optimization 

problem is solved on that basis. Notice that there is only a small amount of 

spanwise camber and the slope is small and, in fact, slightly reflexed at the 

tip. For the curves labeled "suction omitted" (CAM3, CAM4), the minimization 

is carried out assuming that no suction will be realized, even if the minimum 

drag loading would theoretically predict that a suction value should exist. In 

this case the camber is much more pronounced , with the camber slope being very 

large at the tip. For each case described above, results were obtained both 

with and without the singularity in camber shape at the root. The root 

singularity cases are designated CAM1 and CAM3. The cases without the root 

singularity are CAM2 and CAM4. The local singularity at the centerline was 

eliminated when analyzing the shapes using COREL by modifying the shapes to the 

dashed lines shown in figure 14. Numerical experiments with COREL indicated 

that the nonlinear solution was insensitive to the small and local details at 

the centerline. These results are consistent with the more recent "attainable 
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leading edge thrust" concept introduced by Carlson (ref. 8), wherein the 

allowance for L.E. suction leads to reduced design camber. Figure 15 shows the 

resulting pressure distributions obtained using COREL. The results for low 

lift coefficients are very similar to the flat plate solution, while at the 

high lift coefficient the leading edge pressure expands to a strong crossflow 

shock. COREL-predicted drag results presented in figure 16 demonstrate that 

the nonlinear inviscid theory predictions agree with the linearized theory for 

the low-lift-coefficient case but predict considerably higher drag for high- 

lift-coefficient case. These results illustrate why the linear theory shapes 

fail at the high lift coefficients. 
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Figure 15. - Pressure distributions from a COREL analysis of 
Tsien's minimum drag shapes. 
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Figure 16. - COREL predicted inviscid drag-due-to-lift 
of Tsien's minimum drag shapes. 

VALIDATION OF THE CONCEPT 

The first step in developing the SC3 concept was the implementation of an 

actual SC3 design which was then to be fabricated and tested in the NASA 

Langley Unitary Plan Wind Tunnel. An essentially conical wing was selected in 

order to minimize the differences between the conical calculation method used 

to design the spanwise section and the wind tunnel model. This model was thus 

called the "conceptual wing," and is the equivalent for supersonic flow of a 

two-dimensional airfoil test in transonic flow. This section summarizes the 

work, which has been described previously in ref. 6, with the complete details 

and data given in ref. 24*. 

A planform sweep of 57" was selected based on advanced aircraft studies 

(ref. 23). The design Mach number of 1.62 and design lift coefficient of 0.40 

were selected by choosing the linear theory parameters of B cot A = 0.825, and 

CL = 0.5/B. This represented a decrease in design Mach number from the origi- 

nally envisioned value of 1.70 based on the results given previously. 

m-------w- 

*Note that Appendices C2 and C3 in ref. 24 were accidentally omitted in the 

published volume, and D.S. Miller of the NASA Langley Research Center should be 

contacted for that information. 
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Aerodynamic Design 

The design was developed using the circular arc camber described in the 

next section as a starting point. When the balance housing was included in the 

computational model, the additional interference lift of that shape on the 

lower surface led to a conical, wing-balance housing design lift of about 0.46. 

The balance housing also led to an increase in the basic camber from 20" to 24" 

to account for the additional leading edge expansion due to its presence. 

Figure 17 shows one of the resulting spanwise section designs which comes 

close to meeting the desired pressure distribution. The figure contains the 

spanwise shape, the pressure distribution, and the crossflow Mach number 

distribution. Basically, the spanwise shape is a 24" circular arc camber line 

with the baseline superelliptic thickness distribution added perpendicularly to 

the camber line, and an 8" half-cone included on the lower surface to provide 

room for the balance and pressure transducers. The crossflow Mach number 

distribution shows that a peak Mach number of about 1.4 is reached, followed by 

a recompression to a crossflow shock wave with a normal Mach number of about 
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Figure 17. - Baseline cambered section for conceptual wing. 
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1.2; this is about the maximum allowable shock strength for which a turbulent 

boundary layer can be expected to remain attached. The.pressure distribution 

shows that the pressure expansion continues as the shock is approached despite 

the decreasing speed of the crossflow. This is due to the continually increas- 

ing radial velocity component of the flow along the ray, which is not depicted 

in the figure. 

Some further changes were made to the basic design of figure 17 to refine 

the leading edge expansion slightly and reduce the strength of the crossflow 

shock wave. Recall that, although the separate treatment of camber and thick- 

ness effects are indeed useful, superposition of the thickness and camber 

results is not valid for a nonlinear flow field. Therefore, the final details 

of the design were obtained by modifying the actual spanwise section geometry. 

This was done by repeated applications of the COREL code in the analysis mode 

to a series of local shape perturbations. The shock strength was decreased by 

reducing the curvature of the cross-section outboard of the shock and then 

increasing it inboard of the shock, as shown in figure 18. This led to a 

thicker section. The basic section thickness then was retained by subtracting 

thickness from the lower surface. As expected, lower surface pressures are not 
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Figure 18. - Upper surface shape tailoring to 
control supercritical crossflow on 
the conceptual wing. 
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sensitive to small changes in the lower surface geometry. The resulting design 

is shown in figure 19. The upper surface tailoring was so successful that the 

crossflow shock wave appears to be entirely eliminated. To reiterate, this type 

of precise tailoring of the surface using fully nonlinear tools to perform 

aerodynamic design is the key to eliminating adverse viscous effects and 

achieving the full performance benefits which should be available for a prop- 

erly designed optimum wing. The design shown in figure 19 represented a large 

step forward in high lift supersonic wing design and was selected for experi- 

mental verification. 
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Figure 19. - Final spanwise section design for the conceptual wing. 

Model Fabrication and Wind Tunnel Test 

The wind tunnel test was designed to experimentally verify the controlled 

supercritical crossflow concept. For comparison purposes, a flat wing was also 

tested. Analysis indicated that the flat wing would,have a strong crossflow 

shock wave at the design CL. Thus, the experiment could also be used to 
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establish the exact nature of viscous effects and the relative drag-due-to-lift 

performance of the spanwise sections. Both wings could be used to assess the 

predictive capability of the COREL code (ref. 19) under conditions of interest 

for aerodynamic design, but for which no data were previously available. The 

models were initially conical, but made a transition to constant thickness over 

the aft portion. 

A major concern in designing the experiment was the ability to make a 

model with a large leading edge. There were three reasons for this: the 

requirement for accuracy in fabrication, space for installing detailed pressure 

instrumentation, and a high leading edge radius Reynolds number. Numerical 

studies, such as those illustrated in figures 9 and 17 indicated that the 

details of the expansion would depend on accurate construction of the leading 

edge. An additional concern was the ability to trip the boundary layer flow 

near the leading edge without disturbing the local flow and, hence, the pres- 

sure measurements. Subsequent analysis of the wind tunnel results indicates 

that these potential difficulties did not materialize. The two wind tunnel 

models were constructed at the NASA Langley Research Center. The cambered wing 

model was designed to obtain the pressure distribution shown in figure 19. The 

flat wing, employing the same planform and thickness distribution as the cam- 

bered wing, was constructed to obtain the reference volumetric wave drag and 

pressure data containing crossflow shocks. 

As described above, the cambered wing was designed in the presence of a 8" 

half-cone centerbody, which was placed under the wing to house the force bal- 

ance and two scani-valve pressure transducers. The first 60% of the model 

length was pure conical with a centerline half-angle of 1.5". Aft of this 

location, a smooth transition was made to a constant-thickness geometry and, 

for the cambered wing, a straight leading edge was maintained across the entire 

span of the cambered wing. The wing tip was cut back in order to reduce wing 

area. The resulting thick trailing edge was recessed and the balance housing 

half-cone was truncated at a buttline of 2.5 inches and a waterline of -2.024 

inches. These cuts were smoothed by 0.5-inch radius fairings. 

The theoretical results for wings with supercritical expansions were found 

to be sensitive to the details of the leading edge geometry. In order to 

verify geometric accuracy, both models were inspected prior to testing. As a 
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result, the leading edges of each wing were reworked while located in the NASA 

numerical recording measuring machine. The final leading edges were within a 

few thousandths of an inch of the desired shape over the entire leading edge; 

this corresponded to a tolerance of about 2% of the leading edge radius at the 

principle row of spanwise pressure instrumentation. 

The models were instrumented with 79 pressure taps, of which 40 were 

located on the main conical flow measuring station. Four taps were located in 

the recessed base of the wing and two pressures were measured on the inside of 

the balance housing to determine the base drag on the models. An initial 

spanwise row of pressures was included to check the conicity of the flow field. 

Figure 20 shows the cambered model installed in the tunnel. Both models 

were tested in the NASA Langley Supersonic Unitary Plan Wind Tunnel. Pressure, 

flow visualization, and force and moment data were obtained. The basic testing 

was conducted at an Re/ft of 2 million, transition fixed, over a range of Mach 

numbers from 1.60 to 2.0. Transition-free surface pressure results were 

obtained on the uncambered wing. Based on the pressure distribution results, 

oil flow photographs were taken on the flat wing at M = 1.70, cz = 2, 3, 4, and 

6" (0.09 < C L < 0.24), and on the cambered wing at M = 1.62 and c1 = 10, 11, and 

12' (0.37 < CL < 0.46). 

Figure 20. - Conceptual wing model installed in NASA Langley Unitary 
Plan Wind Tunnel 
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Analysis of Experimental Results 

The primary results shown in figure 21 for the cambered wing are from the 

main conical row of pressures at M = 1.62, and demonstrate that a shockless 

recompression was obtained! Note that the pressure taps on the lower surface 

start at n = 0.26 due to the presence of the housing, which extends outboard to 

an 0.22. 

Figure 21 provides results for angles-of-attack slightly above and below 

the nominal design angle-of-attack of 10". The crossflow is supercritical at 

a = 8.93”, but has not quite reached the full constant plateau shape. The 

plateau becomes stronger as the angle-of-attack increases so that, at a = 

10.91°, the pressure plateau attains a constant rooftop terminated by a gradual 

recompression. The wing CL for th%s case was 0.415. No crossflow shock wave 
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Figure 21. - Spanwise pressure distribution re- 
sults on the conceptual wing demon- 
strate shockless supercritical 
crossflow. 
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is evident. At a = 11.97" (CL k 0.463), the recompression begins to steepen 

into a crossflow shock wave. This analysis shows that the design pressure 

plateau was reached at about 1" above the design angle-of-attack. 

These results proved that stable supercritical crossflow wing flow fields 

could be established and that the recompression can even be accomplished 

without a crossflow shock wave. Similar results were obtained at Mach numbers 

of 1.60, 1.66, and 1.70. 

Figure 22 provides the corresponding results for the transition fixed 

testing on the flat wing. The differences between the flat and cambered wings 
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are immediately evident. At a = -0.23, the‘wing has a positive lift due to the 

pressure field induced by the conical housing on the lower surface. At a = 

1.78, the flow expands about the leading edge and then recompresses in a 

typical subcritical crossflow recovery. At a = 3.77', the flow expands to a 

distinct supercritical pressure plateau for which the recompression to subsonic 1 
crossflow is accomplished through a shock wave; this is shown as a clean jump 

in pressure. The boundary layer acts to spread the pressure jump over several 

displaaement thicknesses, but the shock wave is still very distinct since the 

boundary layer has been tripped prior to the shock. At this a the CL is 0.198. 

At an a of 5.78, the flow shows an additional expansion and the shock wave is 

not as distinct; this indicates that some flow separation is beginning to occur 

at the shock. 

Figure 23 presents some comparisons between the experimental results and 

the inviscid irrotational theoretical predictions obtained from COREL. The 
M = 1.66 results are selected for the comparison in figure 23A to include 

another set of experimental data. Overall agreement is good; however, the 

predicted plateau levels are slightly lower than the experimental results. The 

transition fixed flat wing data are compared with theory in figure 23B. The 

predictions are as good as could possibly be expected, and this agreement is 

the same for all the attached flow results on the flat wing. It is especially 

satisfying to see how well the crossflow shock predictions agree with the 

experiment. 

Although the thick, nearly conical models were designed primarily to 

achieve design pressure distributions to demonstrate controlled supercritical 

crossflow, it is instructive to examine the relative drag-due-to-lift perform- 

ance of the two wings. This is best illustrated using the linear drag-due-to- 

lift parameter AC,/8CL2, where C D is the minimum drag of the flat wing. Figure 

24 shows the superiority of the cambered wing. The linear-theory minimum drag 

and the flat plate 0%-leading-edge-suction values are also shown. The flat 

wing is not developing any leading-edge suction at the design point, whereas 

the cambered wing is attaining about 65% of the reduction in drag that linear 

theory predicts is available. The figure also shows that the experimental 

value of the cambered-wing drag-due-to-lift parameter reached its minimum value 

at the design point. This is in direct contrast to the usual results for wings 
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designed using linear theory where, even at low lift coefficients, the minimum 

value of the drag parameter is attained at lift coefficients somewhat higher 
than the design lift coefficient. 
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Figure 23. - Comparison between COREL predictions and experimental results. 
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Figure 24. - Drag-due-to-lift comparison of the concep- 
tual wing and the uncambered wing. 

SC3 IN A FIGHTER WING 

With the basic SC3 concept validated for the conceptual wing, the next 

step was to design and test a non-conical wing with a planform and thickness 

distribution representative of the anticipated advanced fighter requirements 

(ref. 3). With the previous numerical and experimental results providing a 

solid foundation, the extension to the general case of a fighter wing was 

initiated. A planform was selected that included a varying leading and trail- 

ing edge sweep as shown in figure 25, and an isolated wing case was selected in 

order to concentrate entirely on the SC3 concept*. This wing is known as the 

---------- 

*Body and Canard interference effects on the SC3 concept have been evaluated 

experimentally on the conceptual wing; see Appendix B. 
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Figure 25. - Demonstration isolated wing planform. 

"demonstration wing.". Aside from planform and thickness considerations, no 

configuration integration issues were addressed in the design process. This 

section describes work which has been reported in ref. 25, with the complete 

details and tabulated data presented in ref. 26. 

Aerodynamic ,Design 

Design conditions of M = 1.62 and CL = 0.4 were selected as being repre- 

sentative of typical maneuver conditions. This lift coefficient is about twice 

the upper limit on design CL for wings based on linear theory. The maximum 

thickness ratio was specified to be constant across the span, with a value of 

4% selected as being representative of future tactical aircraft. Tailoring of 

the thickness distribution across the span was not considered during the design 

process. 
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In considering the thickness envelope, the leading edge radius selection 

was based on the requirement for a large leading edge radius to generate a 

significant load on the leading edge while avoiding the typical large expansion 

pressure peak. Results presented previously suggest that a radius typical of 

transonic supercritical airfoil leading edges was required. This represents a 

several-fold increase in leading edge radius compared to the typical NACA 6A 

series sections used for supersonic wings. 

The modified NACA 4-digit series thickness distribution appeared to meet 

these requirements and was selected. The 4% value of the maximum thickness 

point was located at X/C = 0.40 to correspond to the 64A series airfoils, and 

the leading edge radius was increased relative to the basic 4-digit series by 

about a factor of two. This radius varied from a r/c value of about 0.001 

inboard to 0.004 outboard, which is consistent with typical transonic super- 

critical airfoils. 

The aerodynamic design problem then consisted of determining the geometry 

that would produce an essentially conical pressure distribution, with a constant- 

pressure plateau-type supercritical crossflow region on the upper surface 

terminated by a weak shock or possibly shockless recompression to the subcri- 

tical crossflow portion of the wing. The problem thus became one of defining a 

target pressure distribution and then developing the geometry that would 

produce it. 

The target pressure distribution was developed as part of the preliminary 

analysis of the wing'using linear theory methods. WlZSC3 was used to determine 

the drag due to lift for various cases. W12SC3 ignores local edge forces in 

the total force calculation (as do both Woodward I, ref. 20, and Woodward II, 

ref. 21) and thus the results presented below assume 0% leading edge suction. 

The results are shown in figure 26 for the flat, constant-pressure, linear- 

theory minimum-drag wing and the constant-pressure supercritical crossflow 

plateau drag (linear theory SC3 panel). The magnitude and extent of the 

constant-pressure panel was selected based on a parametric study that deter- 

mined the combination of these parameters which provided low linear theory drag 

results and a supercritical panel constant-pressure value which appeared 

attainable in the real flow. This established a nominal target pressure 

distribution which, based on linear theory, would lead to only a small drag 
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Figure 26. - Drag-due-to-lift goals for the 
demonstration wing from linear 
theory. 

penalty compared to linear theory minimum drag. 

Once the nominal target pressure distribution was established, a system- 

atic means of developing the required wing geometry had to be devised. After 

some initial analysis, it became clear that an analytic model of the entire 

wing was required. The "analytic wing" representation was formulated into a 

computer program which allowed for a continuous and smooth representation of 

the wing between the spanwise stations at which pressure results were examined 

in detail. The wing was then analyzed and modified in a series of steps 

leading toward the target pressure distribution. The COREL and NCOREL computer 

codes were used in this process. In carrying out the design, changes in shape 

were made using the camberline. Although the camberline was specified, the 

actual upper and lower surface contours were required in the design process and 

the use of the camberline as a design parameter was actually an artificial 

choice made for convenience. The thickness was added vertically to the camber- 

line. In essence, camberline changes were made to obtain desirable upper 

surface contours, and the lower surface shape was simply a "fallout" obtained 

by maintaining the specified thickness distribution. 
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The initial baseline camber distribution was selected based on the work 

described previously to be a circular arc conical camber starting at the wing 

centerline. For the specified design conditions, the previous work indicated 

that a wing tip angle of 20°- 24' measured spanwise at the leading edge would be 

desirable, and the circular-arc conical-camber configuration comprised the 

initial "guess" for the design. COREL results indicated that 22“ camber would 

be desirable, With more camber forward, where the leading edge sweep was 65". 

The additional camber was added on the front portion of the wing to eliminate 

the adverse pressure gradient and thus be conservative with respect to boundary 

layer separation. Subsequent NCOREL calculations verified that the increased 

forward camber was conservative. 

In addition to the basic camber shape described above, other shape param- 

eters were used to attain the target pressure distribution. These included 

dihedral, spanwise twist, a spanwise "bump" to reduce wing upper surface 

curvature, and local leading edge droop. The basic design did not generate a 

constant-pressure plateau but rather a supercritical crossflow, with pressure 

decreasing continuously to the crossflow shock as shown in figure 27. Ten 

degrees of dihedral, which according to linear theory has no effect, is shown 

to change this type of pressure distribution to one with a nearly constant 

plateau. 

In addition to dihedral, the other design shape parameters include 2" of 

washin in twist and an additional 5" of nose droop added locally at the leading 

edge to eliminate any spike in the local pressure distribution. Finally, the 

circular arc camber (which has a constant curvature spanwise) was modified to 

decrease the shock strength by reducing the curvature in the supercritical 

crossflow region. A spanwise "bump" was used to achieve this effect. The 

conceptual wing used a height of 1% semispan, but numerical experiments 

indicated that a 2% change would be better for the demonstration wing. This 

change was added conically with the bump modification starting at--the center- 

line, reaching a maximum at 40% semispan and terminating at 92% semispan. In 

the resulting wing shape, the camber is very apparent in the spanwise direction 

but is hardly noticeable in the streamwise direction. 

The true wind-tunnel model geometry was used in the final design, includ- 

ing the balance housing. The winglines were blended smoothly into the balance 
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Figure 27. - Example of dihedral change 
on plateau pressure dis- 
tribution. 

housing by first fairing the wing spanwise at the centerline and then adding a 

circular centerbody which had a maximum diameter of 0.06 span. A constant- 

radius fillet was then used between the wing and balance housing. NCOREL 

analysis of both the basic wing and the wing including the balance housing 

indicated essentially no change in the pressure distribution due to the balance 

housing. The exact analytic details of the wing have been given, together with 

inspection results, in ref. 27. A comparison of the final predicted wing 

design pressures with the original uncambered thickness distribution is shown 

in figure 28. Note the large expansion peak and crossflow shock on the uncam- 

bered wing. The initial expansion at the leading edge is greatly reduced for 

this uncambered wing compared to a wing with the small leading edge radius of a 

typical NACA 64A-type airfoil. Thus, this flat wing result is already greatly 

improved relative to conventional supersonic wings. The cambered wing elimi- 

nates the strong crossflow shock and expansion peaks, which produces crossflow 

shock wave drag and could cause boundary layer separation. The design pressure 

distribution is shown in figure 29 where the design angle-of-attack is 12O. 
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cambered wing shapes and 
predicted pressures at M = 1.62 
and CL = 0.40. 

36 



a= l$ 
12O 
loo Q? CP 

CP CP 

- 

16 20 24 28 32 
R63-1119-029PP 

Figure 29. - Demonstration wing design pressure distribution (cU= 12'), and 
angle-of-attack effects: M = 1.62 and@= lo", 12", and 14. 

Once the basic leading edge shape was defined, an alternate leading edge 

shape was developed to remove some of the leading edge camber by changing the 

local leading edge additional droop from 5" down to 2O up. This permitted an 

experimental comparison of the shapes both at the maneuver design CL and lower 

lift coefficients, where the camber penalty is of interest. 

Model Fabrication and Wind Tunnel Test 

After the desired design contours were obtained, a large aluminum isolated 
wing model was fabricated for Grumman by Micro Craft Inc. The model balance 

housing size was minimized by making it cover the balance alone and routing the 

pressure tubes directly off the wing. 
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The model was sized to ensure that the wing would be sufficiently large to 

allow for accurate fabrication, and particular care was taken to fabricate the 

model accurately. After being shaped on a numerically controlled milling 

machine, the wing was instrumented with 100 pressure taps located spanwise at 

the four stations indicated in figure 25. The leading edge was then hand- 

finished to bring the contours within 0.001 in. The technique used to achieve 

this accuracy was developed by Toscano at Grumman (ref. 28) and consists of 

comparing mylar drawings of the design contours with templates cast normal to 

the leading edge magnified 20x using an optical comparator. The leading edge 

was reworked by a skilled craftsman employing this technique repetitively using 

number 400 wet dry sandpaper until the desired shape was obtained. Five tem- 

plate control stations were used along the leading edge. After wing rework, 

the leading edges were generally within 0.001 inch (3% of rle/C) of contour and 

smooth, while the main portions of the wing were within 0.005 inch of contour 

and generally even less. The additional leading edge, which had reduced 

camber, was made of steel. 

The model was then tested in the NASA Langley Unitary Wind Tunnel at a 

Reynolds number of 2 x lo6 per foot and over a range of angles-of-attack from 

0" to 14". Figure 30 shows the model installed in the tunnel. Transition 

strips were placed on the wing on both the upper and lower surfaces as de- 

scribed in ref. 27. In addition to the basic design Mach number, the test was 

conducted over the 1.58 to 2.00 Mach range. The initial test consisted of 

obtaining pressure results. Subsequent tests, with the pressure instrumenta- 

tion eliminated from the aft end of the model and the wing faired to a smooth 

contour at the tube exits, produced force and moment and schlieren results. 

Finally, oil flow photographs at a selected number of conditions were taken. 

Essentially the same set of data was obtained for both leading edge shapes. 

Analysis of Experimental Results 

Selected results are presented in this section. Complete results, includ- 

ing tabulated data, are included in ref. 26. These results constitute the 

first set of wind tunnel data in which supercritical crossflows are developed 

with a controlled expansion and terminated by a weak crossflow shock wave for a 
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Figure 30. - Demonstration wing model installed in NASA 
Langley Unitary Plan Wind Tunnel. 
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planform and thickness distribution representative of advanced'fighter air- 

craft. 

Pressure Distributions. - The spanwise pressure distributions obtained at 

M = 1.62 over an angle-of-attack range below, at, and over the design con- 

ditions are presented in figure 31. These are the key pressure distribution 

results obtained during the test. The pressures show a well-controlled expan- 

sion at the first station (X = 10.6) with a mild recompression at c1 = lo", and 

a progressively stronger recompression with increasing angle-of-attack. It 

appears that there may be a slight crossflow shock wave at a = 12", and a 
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Figure 31. - Experimental results and NCOREL predictions, M = 1.62 
andCY= 10, 12, and 14 deg, baseline leading edge. 
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definite crossflow shock at a = 14". The expansion remains controlled at X = 

15.5, with an immediate recompression at a = 10" and 12". However, for this 

station, at a = 12", the plateau is terminated by a crossflow shock that is 

stronger than that predicted by the design pressure distribution (figure 29). 

The flow starts to develop a crossflow plateau at a = 14" although the pres- 

sures are not constant, and the supercritical region is terminated by a strong 

crossflow shock wave. At X = 19.9 the nearly constant pressure supercritical 

crossflow plateau is found at a = 12O, although the plateau is again terminated 

by a crossflow shock that is stronger than that predicted by the design pres- 

sure distribution (figure 29). Increasing the angle-of-attack to 14" results 

in a very well-developed plateau and a strong crossflow shock wave. The pres- 

sure distribution obtained at X = 24.4 is essentially the same as the result at 

X = 19.9 for the upper surface. The lower surface pressures are decreasing 

significantly as the basic airfoil thickness distribution starts to close. 

The NCOREL predictions made prior to the test are also included in figure 

31. Generally, the experimental results are in agreement with the design pres- 

sure distribution obtained from NCOREL although some differences are evident. 

These include a stronger crossflow shock in the data than predicted 

by NCOREL, and a fairly large difference in the level of pressures inboard of 

the shock. These differences are currently unexplained. The predictions are, 

of course, obtained from an inviscid theory and M. Siclari has pointed out that 

the viscous effects, while expected to be small, have not been analyzed. 

Figure 32 provides comparisons between COREL, COREL + nonconical correction 

(ref. 19), NCOREL, and data for M = 1.62 and a = 12". In general, the COREL + 

nonconical correction results agree fairly well with the data considering the 

nature of the approximate correction. The exception is the X = 10.6 station, 

where the streamwise thickness is changing rapidly and the results are not well 

approximated by the conical solution. However, flow over the main portion of 

the wing is well predicted, - including the position of the crossflow shock and 

the inboard pressures. The character of the leading edge expansion is also 

well predicted, but the expansion levels are under-predicted. The quantitative 

differences shown in figure 32 are similar to comparisons made for the other 

flow conditions. 
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Figure 32.- Comparison of results with NCOREL, COREL, and COREL + 
nonconical correction, M = 1.62, (Y = 12 deg. 

Figure 33 provides surface pressure comparisions between W12SC3, and 

experimental pressure data. The agreement is generally good on the lower 

surface, with the upper surface results in poor agreement inboard in the same 

manner as NCOREL. Outboard on the upper surface, linear theory does not 

capture the character of the leading edge expansion and nonlinear crossflow 

features of the flow; these are not modeled in linear theory. Nevertheless, on 

average, the general pressure levels are predicted fairly well. 

The effect of Mach number is shown in figure 34 at a = 12" for a Mach 

number range of 1.58 to 1.70. Mach number effects are seen to be limited to 

the upper surface in the vicinity of the leading edge. This is the region of 

supercritical crossflow. The pressures increase noticeably with increasing 
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Figure 33. - Comparison of data with the Linear Theory Panel Method, 
W12SC3, M = 1.62, Q= 8,10,12, and 14 deg. 

Mach number on the upper surface outboard, and NCOREL predicts the magnitude of 

the change very well. This reduction in peakiness at X = 10.6 and plateau 

pressure at X = 24.4 is a trend that is consistent with typical results for 2-D 

transonic supercritical airfoils. Finally, note that the crossflow shock wave 

position does not change with Mach number. Again, this feature of the experi- 

mental results is correctly predicted by NCOREL. 

The difference in pressure between the two leading edge shapes was found 

to be small and restricted to the immediate vicinity of the leading edge, as 

shown in figure 35. 

Oil Flow Results. - Oil flow photographs are presented in figures 36 and 

37 for the design Mach number of 1.62 and angle-of-attack range of 8" to 14'. 
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Figure 34. - Mach number effects, data and NCOREL, a = 12 deg, 
M = 1.58, 1.62, 1.66, and 1.70. 

These photographs provide considerable insight into development of the flow- 

field. Figure 36 contains the results for a = 8" and 10". At a = 8", the 

streamlines progress smoothly over the wing with only a hint of trailing edge 

'separation outboard. At a = lo", the streamlines continue to progress smoothly 

over the leading edge while the trailing edge separation has become quite 

clear, although it is still limited in extent. Trailing edge separation occurs 

because the upper surface pressures have become low enough so that the pressure 

cannot adjust to the freestream level without causing separation, which leads 

to a significant upstream interaction. In effect, the local flow is similar to 

that in a compression corner. Figure 37 contains the results for a = 12' and 

14". At a = 12" (the design angle-of-attack), the leading edge flow remains 
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Figure 35. - Effect of leading edge shape on pressure distribution at 
M = 1.62 and c1 = 12 deg. 

well-behaved, with smooth streamlines, and the crossflow shock can be identi- 

fied by noting the turning of the oil beneath it (the corresponding pressure 

distribution is shown in figure 31). The size of the trailing edge separation 

is also increasing. At an angle-of-attack of a = 14', the leading edge flow 

remains well-behaved, while the photo shows further increases in trailing edge 

separation and a very pronounced turning underneath the crossflow shock. Note 

that, in all cases, the tip appears to be well-behaved. 
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Figure 36. - Demonstration wing oil f lows at M = 1.62 and cx = 8 deg and 10 deg. 

cY=12O 
R83-1119-037PP 

Figure 37. - Demonstration wing oil f lows at M = 1.62 and a = 12 deg and 14 deg. 
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The conditions under which the trailing edge separation first appears, and 

the extent of the separation zone, require additional analysis. Consider first 

the conditions for which trailing edge separation will occur; this has been 

done by Kulfan and Sigalla in ref. 29. They presented a criterion based on 

experimental results and the analogy between the supersonic trailing edge 

viscous interaction, and the flow in a compression corner. The analysis of the 

wing pressure data given in figure 38 confirms that the empirical equation is 

indeed valid for this set of data. Figure 38A presents the trailing edge limit 

pressures for attached flow from ref. 29 for the Mach number and trailing edge 
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Figure 38. - Pressure coefficient levels and trailing edge separation. 
(Sheet 1 of 2) 
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Figure 38. - Pressure coefficient levels and trailing edge separation. 
(Sheet 2 of 2) 
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sweep combinations of interest for typical SC3 conditions. Figure 38B compares 

the predicted separation pressures with the experimental results. The oil 

flow photograph determined angle-of-attack for separation and the corresponding 

pressure agrees with the empirical prediction. The appearance of separation is 

not strongly dependent on Reynold's number. However, the extent of the up- 

stream influence of the trailing edge separation does depend on Reynold's 

number. This problem has been studied by Settles, et al in ref. 30. Using a 

Reynold's number scaling relation developed by Settles, it was found that the 

extent of upstream influence associated with trailing edge separation might be 

reduced by as much as a factor of four at flight Reynold's numbers for a 

specified lift condition. 

Force and Moment Results. - Figure 39 shows the CL and Cm results at 

M = 1.62 for the two leading edge shapes tested. The baseline leading edge is 

used in the force and moment analysis. The CL - CL and C L - Cm curves are 

linear up to about 9" or 10' angle-of-attack. Above this angle-of-attack, the 

lift curve slope decreases slightly and the slope of the moment curves de- 

creases with C L' The straight-line extrapolations of the low angle-of-attack 

results are included on the figure to allow a quantitative measure of the 

departure from the linear lift and moment curves. The loss in lift and moment 

coincides with the trailing edge separation found in the oil flow photographs. 
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Figure 39. - Lift and moment 
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Figure 40 presents the drag polar for the wing with the baseline leading 

edge. At the design lift coefficient, the alternate leading edge ha.d the same 

drag. The figure also includes drag polars corresponding to the linear theory 

optimum envelope polar and the equivalent flat wing drag polar. These polars 

are based on an estimated C D o of 0.0122. The NCOREL drag prediction at the 

design point for the wing is'also shown. The excellent agreement is crucial to 

establishing the consistency between the numerical and experimental pieces of 
n 

the SC' concept development program. The wing demonstrated a 21% drag-due-to- 

lift decrease compared to the equivalent flat wing, and at a lift coefficient 

approximately twice that which can be used in current wing design methodology. 

The difference between the baseline and alternate leading edge drag-due- 

to-lift performance emerges at the lower lift coefficients, &here the alternate 

leading edge has less camber and therefore less camber drag. Figure 41 illus- 

trates these differences in terms of ACD/BCt. The minimum value of the drag- 

due-to-lift parameter occurs at CL = 0.25 for the baseline leading edge, and at 
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Figure 40. - Drag performance of demonstration wing. 
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Figure 41. - Drag due-to-lift performance, base- 
line and alternate L.E. results at 
M = 1.62. 

cL = 0.22 for the alternate leading edge. The alternate leading edge, which 

had less camber, also has a lower absolute value of drag-due-to-lift at lower 

lift coefficients, This figure includes the linear theory minimum and the 

experimental equivalent flat plate values for canparison. Similar results were 

obtained at Mach numbers from 1.58 through 1.70. 

One aspect of the wing and experimentally observed flowfield requires 

further analysis before discussing the agreement with theoretical drag predic- 

tions in detail. This feature was not considered in designing the wing, and 

estimates described below indicate that it would add an additional 13 counts to 

the original goal drag. This feature is the appearance of trailing edge 
separation. 

51 



Trailing edge separation leads to a normal force loss due to the upstream 

effects of the trailing edge interaction. The magnitude of the loss is esti- 

mated at M = 1.62 and a = 14" by using the oil flow photos to determine the 

separation size. Based on those photos, it was assumed that the affected 

region consisted of 7% of the reference area. The full plateau pressure of 

Cp = -0.37 was assumed at the separation line while the freestream pressure was 

assumed at the trailing edge, with a linear variation between these locations. 

Experiments for compression corners show that the pressure interaction starts 

ahead of separation, rises more rapidly than a linear variation, and does not 

reach the full pressure rise at the corner. The linear variation assumed here 

probably provides a reasonable representation of the average pressure. Based 

on this assumption, losses of. 0.013 in lift coefficient and 0.011 in moment 

coefficient can be estimated. These values are almost precisely equal to the 

variation from the linear lift and moment curves found in the data. Thus, the 

departure of lift and moment from linearity can be explained almost entirely by 

the trailing edge separation. The loss of normal force also affects the drag. 

The drag increment is estimated as follows. At a = 12", it is assumed that the 

loss in CN varies linearly between 8" and 14". The local upper surface slope 

relative to the freestream is about 10" at a = 12', and the CL and CD are 

corrected by adding the loss in C N back into CL and CD. The drag is then 

corrected back to CL = 0.4 by assuming that the drag-due-to-lift polar shape is 

based on the zero suction shape. The additional drag due to trailing edge 

separation is found to be 13 counts. 

Comparisons Between Experimental and PredicteddBrag. - Theoretical drag 

predictions were made with NCOREL for the baseline leading edge at the M = 

1.62. The results are shown in figure 42. The NCOREL geometry model included 

the balance housing in the calculation. Skin friction estimates were added to 

the NCOREL predictions shown in figure 42. In considering the NCOREL results, 

it is important to realize the NCOREL does not currently compute the flow over 

the wing area aft of the tip leading edge. This represents about 6% of the 

planform area. 

A closer examination of the comparisons near the design lift coefficient 

is presented in figure 43. Some adjustments to the NCOREL results have been 

made therein. By estimating the omitted incremental lift and drag, the final 
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Figure 42. - Comparison of theory and data for the baseline 
leading edge drag polar. 

corrected NCOREL predictions are seen to agree extremely well with the data. 
Recall, however, that the NCOREL predictions are inviscid, and do not include 

the trailing edge separation drag (estimated to be about 13 counts). This 

figure shows that the NCOREL drag predictions can be used to evaluate super- 

sonic wing design performance, including nonlinear inviscid effects, an impor- 

tant result for future supersonic maneuver wing design work. 

In summary, the test results indicate that, for the first time a super- 

critical crossflow-type pressure plateau has been obtained for an isolated wing 

planform and thic.kness distribution representative of those currently envi- 

sioned for advanced supersonic fighters. The pressure distributions obtained 

experimentally showed generally good agreement with the design pressure distri- 

bution, although the crossflow shock wave was somewhat stronger than expected. 

At a lift coefficient of about twice that at which linear theory wing camber 

designs have been shown to be effective, the wing experimentally demonstrated 

at 21% drag-due-to-lift reduction compared to an equivalent uncambered wing. 

The wing design described in this section thus represents a significant advance 

in supersonic wing design. 
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Figure 43. - Comparison between theory and data near design 
point on drag polar. 

SC3 WING DESIGN PROCEDURES 

Based on the experience gained in designing, testing, and analyzing the 

results for the conceptual and isolated demonstration wings, a recommended 

procedure for designing SC3 concept wings can be given. 

Recall that the SC3 concept is essentially an idea for a pressure distri- 

bution, as shown in figure 5. In order to define a specific target pressure 

distribution, the design pressure can be characterized by the plateau pressure 

level, AC p SC3' and extent, r~ DR' as shown in the following sketch. 
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Two approaches can be taken in establishing these values for a particular 

design case. In the first approach, W12SC3 is used to define a linear theory 

basis for the target pressure distribution by making a parametric study of the 

sensitivity of linear theory minimum drag for various values of AC p SC3 and 

' DR' In that study, the size of the supercritical panel, nDR, and the pressure 

level, AC p SC3' are specified. The mixed-design option of W12SC3 is then used 

to determine the linear theory minimum drag of the wing, the optimum pressure 

distribution on the subcritical panel, and the corresponding camber slope 

distribution over the entire surface. An example of this type of parametric 

study is given in ref. 19. 

The second approach is less formal, but addresses the issues of limits 

imposed by viscous effects and acceptable geometries. In this approach, a 

series of COREL or NCOREL calculations is made using a geometry based on the 

demonstration wing design obtained in the present study. Using these results, 

a value of AC p SC3 should be found such that the Mach number normal to n DR does 

not exceed about 1.2. These results will also help establish whether a realis- 

tic choice of CL has been made. Note that an incompatibility between the 

specified AC p sc3' nDR pair and the design CL could arise in using the linear 

theory approach. The incompatibility arises if the design CL is large relative 

to the specified AC p sc3' producing AC 
P 

's in the subcritical region larger than 

the supercritical panel AC p SC3 value. 
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In most applications, the target pressures will be obtained using a 

combination of these approaches, as well as several design iterations. At each 

step the AC p SC3' nDR values should be checked to ascertain that they remain in 

the vicinity of the linear theory minimum values, while also verifying that any 

crossflow shocks are weak enough so that the boundary layer will not separate. 

The demonstration wing target pressure was defined using this procedure to 

be AC p SC3 = 0.50, and nDR = 0.65. The final design shape determined by 

repetitive analysis produced a target pressure distribution which essentially 

attained these values. 

The first step in determining the wing geometry required to attain the 

design target pressures is the establishment of an analytic wing. An analytic 

wing means that a computer program has been established such that the wing 

surface coordinates are available at any arbitrary location on the planform. 

Tabulated data could be used within the program, but the rules for interpola- 

tion must be automated. This requirement arises for a variety of reasons. The 

most important one is that the nonlinear inviscid methods which achieve numeri- 

cal accuracy and efficiency require accurate and, in some areas, closely spaced 

data. For example, the leading edge should be defined such that several 

surface coordinates of the section are available within the leading edge radius 

region. By developing the wing section contours as part of an overall lofting 

plan, greater insight into the shape requirements can be obtained. In addi- 

tion, the mechanics of the design, analysis, fabrication, and inspection of the 

model will require that contour data be readily available. Examples include 

spanwise section data for COREL, spherical-cut data for NCOREL, streamwise data 

for many NC machine tape programs, and section cuts normal to the leading edge 

for making inspection templates. Without an analytic wing, the labor require- 

ments make an SC3 (or any) wing design using nonlinear methods impractical. 

Given an analytic wing framework, the design contours of an SC3 type wing 

should be established as follows: 

1. Define a thickness distribution with a reasonably large leading edge 

radius in order to support the controlled expansion and relatively 

highly loaded leading edge. Values similar to the transonic super- 

critical airfoils should be used. Typical values would exceed the 

NACA four-digit values by 50%. 
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2. Select a circular arc camber distribution as the baseline camber. Add 

pure dihedral and a spanwise "cubic" bump of the form described 

previously in order to obtain the desired plateau pressure shape and 

weak crossflow shock. 

3. Make local modifications, as required, to refine the target pressure 

distribution. Examples include increased camber forward on the wing, 

local deflections near the leading edge, and the use of twist to 

provide an additional degree of control for the pressure distribution. 

The above steps are at present carried out in a series of computational 

analyses of the prescribed geometry. Initially, COREL proves useful in estab- 

lishing the magnitude of the design variables. NCOREL can then be used to 

complete the design and make any required adjustments. Drag predictions from 

the NCOREL method proved to be reasonably accurate for the demonstration 

fighter wing, and are accurate enough to evaluate the design's drag perform- 

ance. 

This methodology could be refined by developing some type of inverse 

procedure such that the target pressure distribution is specified and the 

required geometry is obtained automatically as the output of a single computer 

submission. Elements of optimization theory, such as "smart aerodynamic 

optimization" (ref. 31), could then be used to expand the SC3 concept and 

determine the SC3 pressure distribution required to obtain the minimum drag for 

the nonlinear inviscid flowfield. 

SC3 IMPLICATIONS FOR PLANFORM SELECTION AND PERFORMANCE BENEFITS 

The theoretical and experimental results can be used to select planforms 

that are particularly suited to the SC3 concept. Experimental results have 

shown that the concept can be used for values of 6 cot A = 0.79 with no indi- 

cation of breakdown, and a f3 cot A of 0.070 was suggested earlier as a possible 

lower limit for SC3. Thus the combination of Mach number and sweep angles 

available for SC3 can be expected to range from a 8 cot A = 0.70 to 

I3 cot A = 0.90. The trailing edge sweep angle should be large to obtain the 

maximum benefits predicted from the arrow wing example of figure 8. However, 

the experimental results show that trailing edge separation becomes more severe 
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as the sweep angle increases. Thus viscous considerations lead to a.require- 

ment for low trailing edge sweep. These conflicting trailing edge sweep 

requirements can be resolved by recalling the previous analysis which indicated 

that the viscous losses are anticipated to be small at flight Reynolds numbers, 

and thus the inviscid trends should be used for selecting trailing edge sweep 

angle when performing design tradeoffs. 

The impact of the improved performance available to aircraft using the SC3 

concept can also be projected in order to relate the aerodynamic advances to 

either improved maneuvering performance or reductions in aircraft size required 

to meet specified maneuver requirements. 

The sustained-g-capability changes due to improved wing performance can be 

evaluated by forming the rat?0 of the load factors, n 's, for aircraft in which 
Z 

the only differences are in the wing contours. Assuming that the drag polar 

can be represented by the simplified form 

2 cD = CD0 + KCL, 

the ratio of the sustained load factors is simply 

*z2 -= 
J 

Rl -. 
"z1 R2 

For the 60" sweep arrow wing with a notch ratio of 0.4, the ratio of sustained 

g performance is shown in figure 44. This figure can be used to estimate the 

actual increases in performance available using the SC3 concept. At M = 1.5, 

it shows that a 25% increase in sustained g level could be attained if even 75% 

of the potential gain is realized. This is a substantial improvement, and even 

further increases appear to be achievable based on the results shown. While 

quantitative, these results do not provide insight into the benefits in the 

standard manner. The standard measure of assessing the impact of the SC3 

concept on an aircraft design would be to determine its impact on takeoff gross 

weight for a given mission and maneuver requirement. This comparison of 

conventional and SC 3 wing technologies has been made for the representative 

fighter configuration shown in figure 45. 

The fighter configuration of figure 45 was sized using the standard 

Grumman preliminary design methodology. The maneuver design point was speci- 
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fied to be nZ = 3 at M = 1.4 and h = 48K ft. This represents a plausible 

requirement for an advanced fighter and a flight condition w?th the same q as 

the typical design point for specifying transonic maneuvering: M = 0.9, h = 

30Kft. The basic mission requirements (subsonic and supersonic radius, loiter, 

and accelerhtion) were maintained at levels typical of current Air Force 

mission requirements for next-generation fighters. 
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Figure 44. - Sustained g improvements due to SC3 for an 
arrow wing with 60" sweep and 0.4 notch 
ratio. 

59 



R83-1119-045PP 

Figure 45. - Typical advanced fighter-type configuration used to find 
technology effect on aircraft size. 

A carpet plot which shows the difference between the two maneuver wing 

technologies is presented in figure 46. Note that the aircraft sizing proce- 

dure used here optimizes the aircraft T/W and W/S for each wing technology. 

The two different resulting designs are compared in the following table: 

CONVENTIONAL WING SC3 WING 

TOGW lb 42,609 38,229 

s, ft2 706 518 
wing 

w/s 60.3 73.8 

T/W 1.26 1.12 

cLMDP 0.42 0.51 

For the selected maneuver condition, the advanced SC3 wing technology 

leads to a TOGW that is more than 10% lighter than the conventional wing 

aircraft. The conventional wing solution has both a much larger wing and 
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Figure 46. SC3 wing technology impact on aircraft size. 

higher thrust level. Note also that the maneuver lift coefficient for the SC3 

wing is almost exactly equal to the nominal value of 0.5/B given in figure 1. 

CONCLUSIONS 

The SC3 wing concept, and its related numerical and experimental develop- 

ment program, constitute an important advance in supersonic wing design. In 

general, the approach and its methodology demonstrate how the advances made 

using transonic supercritical aerodynamics concepts can be incorporated in 

supersonic wing design. Significant specific results obtained in this devel- 

opment program include: 

l A conceptual wing design (conical) in which controlled supercritical 

crossflow and shockless recomp.ression was achieved experimentally 

l An isolated fighter wing has been designed, fabricated, and tested in 

which an SC3 -type pressure distribution has been obtained. This wing 

demonstrated a 21% drag-due-to-lift reduction compared to an equivalent 
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flat wing representative of current technology at a lift coefficient 

approximately twice the limit of applicability of linear theory methods 

s The ability to treat round leading edge wings explicitly was demon- 

strated with numerical/experimental results 

l A foundation for further work has been established which consists of 

the res,ults of three wind tunnel entries, a design procedure for SC3 

wings, and several new computer codes. 

Grumman Aerospace Corporation 

Bethpage, New York 11714 

September 9, 1983 
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APPENDIX A 

ACHIEVING AN SC3 WING - CALCULATION METHODOLOGY 

The implementation of the SC3 concept requires the calculation of the 

nonlinear inviscid flowfield, including the supercritical crossflow, and any 

crossflow shock waves. In addition, the detailed design is associated in large 

part with establishing an attached flow controlled expansion at the leading 

edge, and thus the calculation procedure should include an exact treatment of 

the boundary conditions, especially in the vicinity of the leading edge. The 

substantial advances in transonic computational aerodynamics were adapted to 

the supersonic flow case at Grumman to acquire the necessary capability. By 

recalling that the full potential equation for conical flow is, in fact, 

computationally two-dimensional and of mixed type locally (depending on the 

crossflow velocity), the nearly perfect correspondence to the two-dimensional 

full potential equation was identified. The computational method based on the 

ideas used in the transonic methodology (ref. A-l) was developed by Grossman 

(ref. A-2) and the resulting computer program became known as COREL, for 

conical relaxation. The adaptation of COREL to aerodynamic applications is - 
described in a companion report (ref. A-3). The potential flow assumption was 

found by comparison with data to be entirely adequate for the relatively 

slender shapes associated with aircraft capable of cruising at moderate super- 

sonic speeds (M = 1.4 to 2.4) and for which Mach numbers normal to the shock 

waves were less than about 1.3. 

Although the conical geometry restriction is not so severe as might be 

expected, the numerical method developed for obtaining the crossflow velocity 

in conical flow provides the basis for a method that treats the complete 

nonconical equations by using the crossflow coordinate system at each succes- 

sive step from the apex. This work was carried out in the Grumman R&D Center 

by Siclari and Grossman (ref. A-4 - A-6). The resulting computer program is 

known as NCOREL (non-conical relaxation) and is described in ref. A-7. In both - -- 
COREL and NCOREL the nonconservative form of the potential-flow difference 

equation is used, and a single Joukowsky mapping is used to convert the arbi- 

trary spanwise section to a shape that is approximately circular. This is 

found to be entirely adequate, even though the surface is not on a constant- 
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coordinate line. Typically, the calculations are carried out with a 60 x 60 

grid. Reference A-3 contains more information on the effect of grid density 

and the number of iterations on the calculated results. 

The computational methodology described above provided an important 

advance in the ability to compute the nonlinear inviscid solution over wings of 

interest for fighter applications. Quite early in the present effort numerical 

results demonstrated that the nonlinear effects on the pressure distribution 

are quite important, even at low lift coefficients. The capabilities of the 

NCOREL code were being refined simultaneously with the SC3 concept development 

work, and hence its use was of a limited nature in the SC3 work. 

Despite the emphasis on nonlinear effects, the linear theory methods were 

also used extensively in the work. They still provide valuable information and 

can be used to establish a framework for evaluating the wing performance. A 

linear theory panel code developed at Grumman as a combination of the features 

of the Woodward I (ref. A-8) and Woodward II (ref. A-9) methods, together with 

a number of other enhancements, was used to obtain the various linear theory 

results. The version adapted for the SC3 work, called W12SC3, is described in 

ref. A-3. Features of this code include mixed design-optimization and mixed 

design-analysis options wherein the pressures are specified over a portion of 

the surface and the pressures or minimum drag cambers are found over the rest 

of the surface (ref. A-10). A refined version of the Carlson correction (ref. 

A-11) is also employed in W12SC3. Typically, about 320 panels are used in most 

calculations. Although the method can handle from 500 to 1000 panels, the 

direct inverse solution method loses accuracy and becomes expensive for large 

numbers of panels. 

The detail design of the wings for the SC3 concept required the repetitive 

application of a nonlinear-flow analysis tool. No automated design methodology 

is presently available. Two basic types of design methodology would be useful: 

a drag minimization method for nonlinear inviscid flow and an inverse method. A 

step toward obtaining an inverse capability was made by using the analysis 

codes iteratively in an automated procedure which was demonstrated using COREL 

by Davis (ref. A-12). Design procedures such as these will have to be devel- 

oped for the nonlinear wing design to be carried out on a routine basis. 
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The methodology discussion has been restricted to inviscid flows. How- 

ever, the adverse effects of viscosity constitute one of the important consi- 

derations in the wing design. Apparently, the boundary layer does not affect 

the inviscid results in supersonic flow to the extent that it does in transonic 

flow. This is because the trailing edge interaction in supersonic flow is not 

crucial (assuming a supersonic trailing edge) compared to the transonic flow 

situation in which the circulation strength is entirely controlled by the 

viscous interaction at the trailing edge. In supersonic wing design, the 

boundary layer is important in determining how much load can be placed in the 

leading edge region. If the boundary layer separates, it leads to a "reliev- 

ing" of the pressure gradient which amounts to a loss of effective leading edge 

suction. Thus, a boundary layer prediction method would be used primarily to 

determine separation boundaries. Due to the reduced importance of the trailing 

edge interaction and the extremely thin viscous layer in the leading edge 

region, the use of a displacement surface-type viscous interaction does not 

have the same importance in supersonic wing design that it has in many tran- 

sonic flow applications. However, some differences between the inviscid 

predictions and experimental pressures were observed. Since the demonstration 

wing should provide "3-D relief" compared to the conceptual wing (for which the 

comparisons between theory and data were excellent), "classical" 3-D thinking 

would suggest that viscous effects are not responsible for the observed differ- 

ences. Although not yet possible, the reliable prediction of fully three-dimen- 

sional viscous effects and separation for these types of wings would prove 

valuable and provide a challenge for the computational fluid dynamicist. 
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APPENDIX B 

BODY AND CANARD EFFECTS ON SUPERCRITICAL CROSSFLOW DEVELOPMENT 

The SC3 concept was initially validated on an isolated and essentially 

conical wing. The possible sensitivities of the supercritical crossflow 

development to interferences created by the addition of a body and canard were 

investigated by modifying the conceptual conical wing wind tunnel model to 

include these components and by conducting another wind tunnel test. The test 
documentation and an analysis of the data is contained in ref. B-l and is 

summarized in this appendix. 

The model planform with the body and canard is shown in figure B-l. The 

rather extreme body shape can be better appreciated by examining the photo- 

graphs shown in figure B-2. Both the cambered and uncambered wings were 

modified and tested at the original design Mach number of 1.62. The cambered 

wing was tested with two different nose shapes, and the canard was mounted on 

the basic forebody at incidence values of O', -5", and -10'; the flat wing was 

tested with only the basic forebody and 

incidences). 

the canard (at the three different 

The body and canard effects on the pressure distribution are shown in 

figure B-3 for the main spanwise row of pressure orifices. The body presence 

does make a significant change in the pressure level; however, the basic 

crossflow development was not changed. Similarly, the canard wake makes a 

small but distinct change to the pressure distribution. Based on these re- 

sults, it was concluded that the SC3 concept is not particularly sensitive to 

interference effects generated by other aircraft components. 

In addition, the drag-due-to-lift performance of the wing was not changed 

significantly by the addition of the body and canard. Figure B-4 compares the 

three different configurations. The addition of the body leads to slightly 

worse performance for the cambered wing, and the addition of the canard re- 

stores the performance to the wing alone value for the cambered wing. The 

effects were more adverse for the flat wing. The conclusion from the force and 
moment results agree with those based on the pressure results. Therefore, the 

SC3 concept does not appear to be sensitive to typical interference effects due 

to the body and canard, although each interaction effect is evident in the 
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A. VIEW SHOWING CANARD ELEVATION ABOVE WING 
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Figure B-2. - Photographs of the cambered wing with body and canard. 
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experimental results and should be included in the SC3 wing design process when 

applicable. 

Reference 
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